
Code Color Blue Wool Scale

MSK-002 Mixing White N/A

MSK-1046 Opaque White N/A

MSK-1054 NC White N/A

MSK-1056 NC Opaque White N/A

MSK-005 Mixing Black N/A

MSK-1019 Opaque Black N/A

MSK-1020 Midnight Black N/A

MSK-007 Brown 5-6

MSK-012 Radiant Yellow 4

MSK-016 Brilliant Yellow 6-7

MSK-017* Medium Yellow 7-8

MSK-020* Radiant Orange 4-5

MSK-2233* Opaque Yellow 7-8

MSK-2313 Lightfast Yellow 7

MSK-019 Permanent Orange 5-6

MSK-2872 Lightfast Orange 6-7

MSK-021 Cha Cha Red 6

MSK-022 Red 8

MSK-023 Rhodamine Red 7-8

MSK-024 Rose 7-8

MSK-026* Magenta 7-8

MSK-030* Emerald Green 7-8

MSK-031 Spruce Green 7-8

MSK-034 Permanent Blue 7-8

MSK-434 HD Permanent Blue 7-8

MSK-035 Violet 6-8

MSK-037* Reflex Blue 6-8

MSK-038* Peacock Blue 7-8

MSK-2021 Opaque Process Blue 7-8

MSK-080 Process Cyan 7-8

MSK-081 Process Magenta 7

MSK-082 Process Yellow 7

MSK-083 Process Black N/A

MSK-9001 HD Process Cyan 7-8

MSK-9002 HD Process Magenta 7

MSK-9003 HD Process Yellow 7

MSK-9004 HD Process Black N/A

MSK-193 Transparent Green 7-8

MSK-194 Transparent Blue 7-8

MSK-195 Transparent Yellow 5-6

MSK-196 Transparent Orange 5-6

MSK-1122 Deadfront Black N/A

MSK-1186 Lt LED Red 7-8

MSK-1187* Dk. LED Red 7-8

*multiple pigments
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  suitability.

  Blue Wool Scale:

  The blue wool rating in this chart is for the pigments only. 

  The light fastness of the Products will be impacted by the

  ink vehicle, pigment amount, substrate and exposure

  time outdoors and can not be accurately predicted. The end

  user should perform light fastness testing to determine 

  relating thereto will be used and/or stored, Norcote

  cannot guarantee the results obtained from using the

  Products. Any Suggested Uses are merely representative,

  and because the final product will depend on a

  number of specific factors, the end user should pretest

  all substrates with the Products prior to use in production.

  Testing:

  Due to the inability of Norcote to anticipate or control

  the conditions under which the Products and information
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